
 

ZAGREB 

General information:  
NFPA Certified  Insulated FR Jacket with button and 

zip closure system 

Sizes:  
 
XS  - 5XL 
 
Colour:  Grey 
 
Description: 
 
Flame-resistant clothing for protection of industrial 
personnel against short-duration thermal exposures from 
fire 
 

Feature:  
 
Insulated Flame-resistant jacket  for protection of 
industrial personnel against short-duration thermal 
exposures from fire Insulation material  This model has 
two chest pockets closed with hidden zipper..  
 
 
 
Performance 
Clothing meets the American Standards: NFPA 2112-2018 
Flame retardant protective clothing for workers exposed to heat and fire 
(including welding)  
This product complies with the the American Standards: NFPA 2112-2018, 

Testing and Certification for the final product done by UL LLC  | 12 

Laboratory Drive  | Research Triangle Park, NC 27709 

 
Inspection 

Products to be inspected quarterly though out the year 

Technical Specification: 

Shell Fabric Insulation Material Lining fabric Pocketing fabric Closure 

Proban FR , 7 oz, 88% 
cotton12% nylon fabric 

Face-  75% Wool,  
Back- 25% Protex 

Modacrylic 55% Protex 
Modacrylic 45% FR 

Trevira CS Poly 

FR Treated , 240 
GSM, 100% 

cotton 

FR Treated , 240 
GSM, 100% cotton 

Snap Button and zip 
closure 

Reflective tape Thread Total weight Packaging Carton dimension 

Silver, 50mm FR FR Spun Yarn 1.350 Kg 1pc/Packet 60X40X20 



 

 

 

 

 

 

 

Correct use of the clothing 

 Even if you wear protective clothing, you should still keep in mind that your security is not in all circumstances 

guaranteed, and that you are solely responsible for your safety.  Please also note the following: 

 The clothing is designed to protect your entire body, therefore it is imperative that you wear a full suit (overall or 2-
piece Pack).  The parts of a 2-piece suit can be sold or delivered separately.  

 In order to protect you during your activities, clothing should always be worn completely closed. A jacket should be 
worn over a trousers and not tucked into the trouser band. Eventual adjustment provisions at wrists or ankles 
should be used. In addition, this will prevent (welding) splashes penetrating the clothing which may cause burns. 

Maintenance 
The washing frequency of the worn clothes depends on the soil that varies according to the working conditions. 

Some general guidelines: 

 The laundry frequency should be based upon the degree of soiling.  

 Never store the clothing in soiled conditions. 

 In order to avoid damage during washing, it is advisable to close the zippers and fasten the velcro and to turn the 
clothing inside out.  

 After washing, the clothing should be rinsed sufficiently to remove all remnants of the detergents.   

 In no case should fabric softener be used. 

 Stains should be cleaned with a cloth as soon as possible.   

1. Worn appearance – Replace garments that have thin spots, holes, or excessive wear and abrasion, such as elbow 
or knee areas that can no longer be repaired. 

2. Mechanical damage – Evidence of cuts, rips, tears, open seams and nonfunctional closures that can no longer be 
repaired indicate a garment needs to be replaced. 

3. Noticeably altered – Garments that have been modified or altered in a manner that differs significantly from the 
original design should be removed from service. 

Disposing protocol: Use for landfill 

MANUFACTURER ADDRESS 

Mallcom (India) Limited 

Mallcom Tower, EN 12, Salt Lake, Sec V ,  
Kolkata – 700091 West Bengal, India 

Jacket Size Chart (Inches) 

Size Chest Length RG Sleeve RG Length TL Sleeve TL Length XT Sleeve XT 

X- Small 48 26 24 28 26 30 28 

Small 51 27 25 29 27 31 29 

Medium 54 28 26 30 28 32 30 

Large 57 29 26.5 31 28.5 33 30.5 

X-Large 60 30 27 32 29 34 31 

2XL 63 31 27.5 32 29 34 31 

3XL 66 32 27.5 34 29.5 36 31.5 

4XL 69 33 28 35 30 37 32 

5XL 72 34 28.5 36 30.5 38 32.5 

WASH CARE INSTRUCTION 


